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This document contains information based on data that is believed to be correct. 
However, the product may not be applicable to all uses and operating environments. 
No warranty or guarantee is expressed or implied. 

High quality low viscosity cutting oil with active sulfur 

DESCRIPTION 

HEALTH AND SAFETY 

Refer to SDS for proper handling and disposal. Please 

note that the SDS includes handling, health and disposal 

information which should be passed on to your 

employees, and to anyone else who comes in contact 

with our product. Additional advice can also be obtained 

from your local Houghton representative. 

NOTE: Read and understand all precautions on container 

labels before using this product. 
DM 14.10 US 

Garia 421 CM-12 is a light colored, anti-misting, low 
viscosity cutting oil with active sulfur designed for use 
in moderate to severe machining operations.  
Particularly suited for deep hole drilling, grinding, and 
other operations where a low viscosity cutting oil is 
preferred.   

Garia 421 CM-12: 
 

 Contains a unique synergistic extreme pressure 
additive system that readily reacts at the chip-tool 
interface forming an extremely effective boundary 
lubricating film preventing metal-to-metal contact of 
the tool and workpiece reducing friction thus 
minimizing heat.     

 
 Contains fatty oil additives that increase lubricity and 

enable better surface finish. 
 
  Provides excellent anti-wear and anti-weld properties 

maximizing tool life and machine up-time. 

 Light transparent color, low odor 
 
 Anti-mist, low smoke 
 
 Excellent lubricity with extreme pressure properties 
 
 Minimizes chip-to-tool welding (built-up edge) 
 
 Hold closer tolerances 
 
 Increases tool life 
 
 Effective corrosion/rust protection for parts and 

machine 
 
 Low viscosity ensures chips and grinding swarf 

quickly settle with low carry-off 

FEATURES / BENEFITS 

Garia® 421 CM-12 

 Deep hole drilling 

 Broaching and tapping 

 Gear cutting and shaving 

 Reaming 

 Grinding, honing and lapping 

 Turning, planning, shaping, drilling and milling 

APPLICATIONS 

DATA (TYPICAL VALUES) 

Property Typical Value 

Appearance Light amber liquid 

Density, lbs/gal 7.4 

Viscosity @ 40°C, cSt 12 

Flash Point COC °F 320 


