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This document contains information based on data that is believed to be correct. 
However, the product may not be applicable to all uses and operating environments. 
No warranty or guarantee is expressed or implied. 

Synthetic grinding and metalworking fluid 

DESCRIPTION 

HEALTH AND SAFETY 

Refer to SDS for proper handling and disposal. Please note that 

the SDS includes handling, health and disposal information which 

should be passed on to your employees, and to anyone else who 

comes in contact with our product. Additional advice can also be 

obtained from your local Houghton representative. 

NOTE: Read and understand all precautions on container labels 

before using this product. 

DC 17.05 US 

HOCUT WS 8045 is a non-chlorinated, fully synthetic, exceptionally 
low foaming, high performance, precision production grinding and 
metalworking fluid designed for use on both ferrous and non-
ferrous metals.   HOCUT WS 8045 employs additive chemistry that 
allows the product to deliver both high lubricity and excellent heat 
extraction in a single product without compromising either benefit. 

HOCUT WS 8045 shows outstanding foam control through all 
ranges of water hardness, even in through-the-tool delivery 
systems operating up to 3,000 PSI delivery pressure.  This product 
is ideally suited for use in today’s high superior misting resistance 
that can assist in meeting today’s tougher air quality standards. 

HOCUT WS 8045 is safe to use on most metals, and is non-
staining to brass, copper, and other yellow metals. 

HOCUT WS 8045 incorporates a very effective rust inhibitor 
package, and gives excellent corrosion protection, even at diluted 
concentrations. 

HOCUT WS 8045 can be used in a wide variety of machining 
applications including all grinding and general machining work, 
including milling, drilling, shaping, turning, boring, tapping and 
threading.  When tapping exceptionally draggy or tough metals, 
the concentration should be boosted to a richer concentration to 
provide additional lubricity. HOCUT WS 8045 has been shown 
effective in high-pressure fluid delivery systems, and is 
exceptionally low foaming. 

For high performance production grinding work, HOCUT WS 8045 
provides exceptional heat control, and resists wheel loading, 
keeping the wheels clean.  Due to its unique chemistry, HOCUT WS 
8045 rapidly drops swarf and fine, keeping the grinding solution 
cleaner, and free of contaminants. 

 Safe to use on most metals, and is non-staining to brass, 

copper, and other yellow metals 

 Delivers both high lubricity and excellent heat extraction 

 Provides exceptional heat control, and resist wheel loading, 

keeping the wheels clean 

 Effective rust inhibitor package and gives excellent corrosion 

protection, even at diluted concentrations. 

 Rapidly drops swarf and fines, keeping the grinding solution 

cleaner, and free of contaminants. 

FEATURES / BENEFITS 

HOCUT® WS 8045 

DATA (TYPICAL VALUES) 

Appearance Dark green  

pH @ 5%, in use 9.5 

Specific Gravity @ 15°C 1.05 

Refractometer Factor 3.1 

RECOMMENDED USE CONCENTRATION 

Machining   6 to 10% 

Grinding    4 to 6%  


