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This document contains information based on data that is believed to be correct. 
However, the product may not be applicable to all uses and operating environments. 
No warranty or guarantee is expressed or implied. 

Non-chlorinated semi-synthetic metalworking fluid 

DESCRIPTION 

HEALTH AND SAFETY 

Refer to SDS for proper handling and disposal. Please note that 

the SDS includes handling, health and disposal information which 

should be passed on to your employees, and to anyone else who 

comes in contact with our product. Additional advice can also be 

obtained from your local Houghton representative. 

NOTE: Read and understand all precautions on container labels 

before using this product. 

DC 17.05 US 

HOCUT WS 8800 C is a high performance, chlorine-free semi-
synthetic metalworking fluid for machining and grinding of ferrous 
and non-ferrous metals.  It has proven especially effective in 
machining all alloys of aluminum.    

HOCUT WS 8800 C is biostable, extends sump life, reduces waste 
disposal costs, and offers exceptional tool life to reduce tooling 
costs.  

HOCUT WS 8800 C contains no dye and is amber in color. 

HOCUT WS 8800 C is recommended for use on a wide range of 
metals, including:  aluminum, stainless steel, titanium, ferrous 
metals and cast iron. 

 

 Universal fluid for a wide range of metals including  stainless 

steel, titanium, cast aluminum alloys, ferrous metals and cast 

iron. 

 Durable, long-lasting fluid makes it ideal for both central 

systems and individual sumps. 

 Non-sticky—protects against fouling valves and switches. 

 Foam control makes it ideal for high pressure CNC machining. 

 Excellent rust and corrosion protection for inner workings of 

machine tool. 

 Extreme pressure lubrication extends tool life. 

 Rejects tramp oil for easy skimming. 

 Biostable formulation extends sump life. 

 

FEATURES / BENEFITS 

HOCUT® WS 8800 C 

DATA (TYPICAL VALUES) 

Appearance Clear amber liquid 

pH @ 5%, in use 9.1 

Specific Gravity @ 15°C 1.05 

Refractometer Factor 1.9 

RECOMMENDED USE CONCENTRATION 

Machining   6 to 8% 

Grinding    4 to 6%   

Tapping    8 to 12% 


